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SPECIFICATIONS:

IMPEDANCE: 50 OHMS
FREQUENCY RANGCE: 0-& GHz
VBWR: 1.05+.05F MAX_(F IN GHz)
WORKING VOLTACE: 170 VRMS MAX AT SEA LEVEL
DIELECTRIC WITHSTANDING VOLTACE: 500 VRMS MIN AT SEA LEVEL
INSUL ATION RESISTANCE 1000 MEGOHM MIN
CONTACT RESIST
CENTER CONTACT - INITIAL 5 MILLICHM MAX, AFTER
ENVIRONMENTAL B MILLIOHM MAX
OUTER CONDUCTOR - COLD PLATED INITIAL 1 MILLIOHM MAX, AFTER
ENVIRONMENTAL 1.5 MILLIOHM MAX

BRAID TO BODY - NOT APPLICABLE
CORONA LEVEL® 190 VOLTS MINIMUM AT 70,000 FEET
INSERTION LOSS: IdB MAX AT 1GHz
RF LEAKAGE: -60 dB AT 2.5 CHz
RF HIGH PDTENTIAL WITHSTANDING VOLTAGE: 400 VRMS AT 4 AND 7 MHZ

MECHANICAL®

ENGACE/DISENCACGE FORCE (MMCX)® 8.0 LBS MAX ENGAGEMENT

1.4 LBS TYP'ICAL DISENGAGEMENT
ENGACE/DISENGAGE TORQUE (SMA): 2 IN LBS M
MATING  TQRQUE [SMA>: 7-1D Ié\l LBS MAX

LBS MIN
CONTAGT RETENTION TORQUE: NOT APF’LICAELE
COUPLING NUT RETENTIGN [SMA)® 60 LBS M
CABLE ACCEPTAHILITY: NOT APPLICABLE
CABLE HEX CRIMP SIZE: NOT APPLICABLE
CABLE RETENTION: NOT APPLICABLE
GURABILITY: 504 CYCLES MIN

ENVIRONMENTAL:

(MEETS QR EXCEEDS THE APPLICABLE PARAGRAPH GF MIL-C-39012)
THERMAL SHOCK® MIL-STD-202 METHOD 137, CONDITION C
OPERATING TEMPERATURE* -55 DEG C TO 155 DEGC €

CORROSIGN: MIL-STG-2D2. METHOD 101, CONDITION B

SHOCK* MIL-STD-202, METHOD 213, CONDITION B

VIBRATION: MIL-STD-202, METHOD 204, CONDITION D

MOISTURE: MIL-3TD-202. METHOD 106
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