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84101-01

B
±.032 (.8)

A
±.062 (1.6)

2.5 (63.5)DC-250

PART
NO.

1.5 (38.1)

S.W.
±.005 (.1)

    --

C
±.015 (.4)
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THICK-
NESS

 1.  GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.

STANDARD TOLERANCE
( UNLESS OTHERWISE SPECIFIED )

D. Green

M. Chen
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 2.  MATERIAL: NYLON 66, 15% GLASS, 94V-0, BLACK.

Removed Material Information in Note 2C 06/24/11 T. Y.
12 Additional Lengths AddedD 03/28/13 T. Y.

--
84101-02
--
--

4.0 (101.6)
4.5 (114.3)

4.0 (101.6)

5.0 (127.0)
5.5 (139.7)

4.5 (114.3)DC-450
DC-500
DC-550

DC-400
3.5 (88.9)
3.0 (76.2)

    --

    --
    --

1/16 (1.6)
84101-03
--
--
--

6.0 (152.4)
6.5 (165.1)

6.0 (152.4)

7.0 (177.8)
7.5 (190.5)

6.5 (165.1)DC-650
DC-700
DC-750

DC-600
5.5 (139.7)
5.0 (127.0)

.080 (2.0)

    --

    --
    --

    --

    --
84101-048.0 (203.2)DC-800 7.0 (177.8) 3.5 (88.9)
--
--
--
--

4.0 (101.6)
4.5 (114.3)

4.0 (101.6)

5.0 (127.0)
5.5 (139.7)

4.5 (114.3)DC-450-102
DC-500-102
DC-550-102

DC-400-102
3.5 (88.9)
3.0 (76.2)

    --

    --
    --

3/32 (2.4)

--
--
--
--

6.0 (152.4)
6.5 (165.1)

6.0 (152.4)

7.0 (177.8)
7.5 (190.5)

6.5 (165.1)DC-650-102
DC-700-102
DC-750-102

DC-600-102
5.5 (139.7)
5.0 (127.0)

.102 (2.6)

    --

    --
    --

    --

    --
--8.0 (203.2)DC-800-102 7.0 (177.8) 3.5 (88.9)
84101-22
84101-23
84101-24

5.0 (127.0)
7.0 (177.8)

4.5 (114.3)

8.0 (203.2)
6.0 (152.4)

DC-450-130
DC-600-130
DC-800-130

3.5 (88.9)
.132 (3.4)

3.5 (88.9)
    --
    --

1/8 (3.2)
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