
Specification Sheet
Part Number: TAG110RD

Laser Tag Label, 7.9" x .475", 15 Per Page, PAP, Red, 1000/pkg

Article Number 595-00116

Type TAG110

Color Red (RD)

Features & Benefits •Cardstock paper can be printed using a wide variety of printing methods,
including laser, ink jet and dot matrix printers, which means more options for
creating and mounting termination identification on 110 blocks.

Quantity Per pack

Product Description 110 Block labels are made of non-adhesive card stock that is pre-perforated
along each marker. An optional dot matrix pin feed margin can be removed if
printing in a laser or ink jet printer. Various colors of stock can be purchased to
identify route diversity.

Short Description Laser Tag Label, 7.9" x .475", 15 Per Page, PAP, Red, 1000/pkg

https://www.hellermanntyton.us/


Global Part Name TAG110-PAP-RD

Width W (Imperial) 7.9

Width W (Metric) 200.66

Bundle Diameter Min (Imperial) .39

Bundle Diameter Min (Metric) 1.10

Height H (Imperial) 0.475

Height H (Metric) 12.06

Material Paper (PAP)

Material Shortcut PAP

Adhesive Acrylic

Halogen free No

Adhesive Operating Temperature -40°F to +199°F (-40°C to +93°C)

Operating Temperature (Metric) -67°F to +428°F (-55°C to +220°C)

Reach Complaint(Article 33) Yes

ROHS Complaint Yes



Package Quantity(Imperial) 1000

Package Quantity (Metric) 1000

Customs Number 3919905060

Labels per Column 15

Labels per Row 1
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