T-31/4
MINIATURE
BAYONET BASE

on page K.

Recognized under the component
program of Underwriters’
Laboratories Inc,

T5W., 125V,

Miniature Incandescent Indicators

FOR REAR MOUNTING IN 9/16"” CLEARANCE HOLE
FOR 2 TO 120V OPERATION

17-1310—-0931-205
Stovepipe lens

17 SERIES
70 SERIES

BASE PART NUMBERS ’

For materials and finishes of products in this group, see page 2D.

70-0410-1191-206
Stovepipe lens

WITH SCREW—ON LENS CAPS

solder terminal

screw terminal

€3) KNURLED RINGS . 0B4 1 008 THK. X
£97MAX. OD. B4DF. ST KNURL
CLASS 11

/16-27 THD. MOUNTING BUSHING.

+ SIGN MARKED ON THE
TEAMINAL CONNECTED TO
THE CENTER CONTACT.

XM
sL07s

14584 MAX.

* SIGN MARKED ON _THE
TERMINAL CONNECTED TO
THE CENTER CONTACT

70-0410-11-2056

70-1310-11-205

CAP PART NUMBERS

COMPLETE ASSEMBLY PART NUMBERS

971827 NS THD
(INTERMAL)

STOVEPIPE
17-0931-200

= 17-0951-200

transparent
translucent

17-0410-0931-205

®17-0410-0951-205

17-1310-0931-205
= 17-1310-0951-205

STOVEPIPE
17-0991-200

internal fluting

17-0410-0991-205

17-1310-0991-205

9/16-27 NS THD
(NTERNAL) 7

49764
5164 MAX —

STOVEPIPE
70-1111-200

back frosted

70-0410-1111-205

70-1310-1111-205

‘LI

70-1131-200 transparent 70-0410-1131-205 70-1310-1131-205
= STOVEPIPE
70-1191-200 internal fluting 70-0410-1191-205 70-1310-1191-205

B Specify translucent colors as follows: Red—0951, Green—0952,
Yellow (amber)—0973, White—0975, Light Yellow—0976.

Order complete with lamp to be assured of recgiving the
indicator light and correct lamp together for immediate use.

3D




