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/N DIMENSIONS ARE MAXIMUM UNLESS OTHERWISE
SPECIFIED.

D /N FOUR 10-32 X 15.88 [.625] LONG STAINLESS STEEL

CROSS RECESSED ROUND HEAD SCREWS AND FOUR #10
STAINLESS STEEL EXTERNAL TOOTH LOCKWASHERS FOR

MOUNTING PANEL ASSEMBLY SHIPPED LOOSE, NOT
SHOWN.

/3 MATERIAL: PANEL— BLACK ANODIZED ALUMINUM.
WIRING BLOCK— POLYCARBONATE, IVORY
PUSH RIVET— NYLON.

4. PANEL HAS TWO STAINLESS STEEL GROUNDING STUDS

E— ON REAR OF PANEL FOR OPTIONAL GROUNDING LUGS. 7

5. LACING STRIPS MARKED BLACK EVERY FIFTH
FPAIR.
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INCHES — PANEL ASSEMBLY, XCONN
0 PLC + -
1 PLC + _ [{Eﬁ WIRING BLOCK, 100 PAIR
2 PLC + - — _
@g 3 PLC + - APPLICATION SPEC
4 PLC + - SIZE | CAGE CODE | DRAWING NO RESTRICTED TO
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